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Some options shown 

 

 

Standard Western Features 
8’6” and below 12ga Tread Plate 

9’ and above 1/8” Nominal Tread Plate 

4” Structural Channel Long Sills 

3” Structural Channel Crossmembers 

40” Rolled Tube Header  

Recessed Tag Bracket w/Light 

5” Structural Channel Step 

Side Pockets w/RR & Spooling 

6 ½ “x 13” Plasma Cut Taillight Holes for 

Chassis Mounted Lights 

7 Red, 2 Amber Clearance Lights (LED) 

Paint: Black Polyurethane 

All Weather Under-coating 

Weatherproof Wiring Harness 

Western Options 
Expanded Metal Window 

Gooseneck Compartment w/Ball 30,000# 

Four (4) Back Pockets (installed) 

Square Header 

Tapered Header 

5” Long Sills 
7” Step  2” Receiver Tube Class 3 rated, D-Rings 

& 7-way Plug (PICTURED) 

Stop, Turn, Cyclops (LED) Lights (PICTURED) 

 

 

 

 
 

Model Length Width Approx.  

Weight   

C.A. 

W7-72 84 72 645 N/A 

W7-84 84 84 720 N/A 

W8-84 96 84 795 56.5 

W8'6"-84 102 84 880 56.5 

W8-96 96 96 925 56.5 

W8'6"-96 102 96 960 56.5 

W9-84 108 84 935 60 

W9-90 108 90 1020 60 

W9-96 108 96 1000 60 

W9'6"-96 114 96 1045 60 

W10-90 120 90 1075 84 

W10-96 120 96 1140 84 

W11-96 132 96 1215 84 

W11’6”-96 138 96 1245 84 

W12-96 144 96 1285 84 

W14-96 168 96 1485 N/A 


